Tubular terminals for 2 bolts KDR ... 2X type

FEATURES & BENEFITS

two-ring terminal Cu, crimped part as per DIN, with galvanic tin
plating

description of cable cross-section, terminal size and crimping die
number on crimped part surface

KIKIX

other designs on client’s request

LOGISTIC DATA
Quantity in package [pcs] 1 EII

MECHANICAL DATA

Material Cu
Covering tin-plated
S __ [ 9_{} [ —
CERTIFICATES & STANDARDS A S7-o eoours| A
. DIN 46235 — concerns only the
Design tubular part ® £
NOTE!
Sector-shaped conductors (sm) must be rounded with special dies.
Other sizes on request.
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Cross-section,
rm/sm [mm?]
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Socket
C code no. | Lz/s | Lz/w
4,5 6,0 12 30 27 9,0 M6 6 1 1

KDR 10/2x6 E11KM-02020200100 0,05
KDR 16/2x8 E11KM-02020200200 16 5,5 8,5 20 30 36 13,0 M8 8 1 2 0,05
KDR 25/2x10 E11KM-02020200300 25 7,0 10,0 20 30 38 17,0 M10 10 1 2 0,06
KDR 35/2x10 E11KM-02020200400 35 8,2 126 20 30 42 19,0 M10 12 1 2 0,06
KDR 50/2x10 E11KM-02020200500 M10 0,07
50 10,0 145 28 30 52 200 14 2 3
KDR 50/2x12 E11KM-02020200601 M12 0,08
KDR 70/2x10 E11KM-02020200700 M10 0,09
70 1,5 165 28 40 55 240 16 2 3
KDR 70/2x12 E11KM-02020200800 M12 0,08
KDR 95/2x12 E11KM-02020200900 95 135 190 35 40 65 280 M12 18 2 4 0,15
KDR 120/2x12 E11KM-02020201000 120 155 210 35 40 70 320 M12 20 2 4 0,17
KDR 150/2x12 E11KM-02020201100 150 170 235 40 40 78 340 M12 22 2 4 0,26
KDR 185/2x12 E11KM-02020201200 185 19,0 255 42 40 82 37,0 M12 25 2 5 0,29
KDR 240/2x16 E11KM-02020201300 240 215 290 42 40 92 420 M16 28 2 - 0,39
KDR 300/2x16 E11KM-02020201400 300 245 320 50 40 104 450 M16 32 2 - 0,54
KDR 400/2x16 E11KM-02020201600 40 0,92
400 275 385 70 115 55,0 M16 38 3 -
KDR 400/2x16-50 E11KM-02020201601 50 1,04
KDR 500/2x16 E11KM-02020201700 40 11
500 31,0 420 70 125 60,0 M16 42 3 -
KDR 500/2x16-50 E11KM-02020201801 50 1,29
KDR 625/2x16 E11KM-02020201900 625 345 440 80 40 135 60,0 M16 44 - 1,02
KDR 800/2x16 E11KM-02020202001 800 40,0 52,0 100 40 165 75,0 M16 52 - 1,84
KDR 1000/2x16 E11KM-02020202101 1000 440 580 100 40 165 850 M16 58 - 2,38

Lz/s - Number of crimping - wide Lz/w - Number of crimping - narrow
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