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Non-tension compression reducing tubular cable connectors with barrier, LMP .../... type

FEATURES & BENEFITS

tight connector Cu, crimped part as per DIN

description of cable cross-section, crimping die number on crimped 
part surface

wide range of solutions facilitating connection of cables of various 
diameters

not mechanically loaded

MECHANICAL DATA

Material Cu

Covering uncoated

NOTE!

- sector-shaped conductors (sm) must be rounded with special dies;
- larger recommended number of crimps always refers to a larger ID of the 
connector.

Tin version on request.

Other versions on request.

Type Index Ergom
Cross-section, 
d1 rm/sm [mm²]

Cross-section, 
d2 rm/sm [mm²] D d1 d2 L

Socket 
code no. Lz/s Lz/w

Quantity in 
package [pcs]

Weight 
[kg]

LMP 16/10     (10 PCS) E11KM-02100200102 16 10 8,5 5,5 4,5 55 8 1 -- 2-1 10 0,2
LMP 25/10     (10 PCS) E11KM-02100200202

25
10

10,0 7,0
4,5

55 10
1 -- 2-1

10
0,3

LMP 25/16     (10 PCS) E11KM-02100200302 16 5,5 1-1 2-2 0,25
LMP 35/16     (10 PCS) E11KM-02100200402

35
16

12,5 8,2
5,5

55 12 1 -1 2-2 10 0,4
LMP 35/25     (10 PCS) E11KM-02100200502 25 7,0
LMP 50/25     (10 PCS) E11KM-02100200602

50
25

14,5 10,0
7,0

65 14 1-1 3-2 10 0,7
LMP 50/35     (10 PCS) E11KM-02100200702 35 8,2
LMP 70/35     (10 PCS) E11KM-02100200802

70
35

16,5 11,5
8,2

65 16 1-1
3-2

10
0,9

LMP 70/50     (10 PCS) E11KM-02100200902 50 10,0 3-3 0,8
LMP 95/50     (10 PCS) E11KM-02100201102

95
50

19,0 13,5
10,0

75 18 2-1 4-3 10
1,2

LMP 95/70     (10 PCS) E11KM-02100201202 70 11,5 1,25
LMP 120/50     (10 PCS) E11KM-02100201402

120
50

21,0 15,5
10,0

75 20
2-1 4-3

10
1,3

LMP 120/70     (10 PCS) E11KM-02100201502 70 11,5 1,5
LMP 120/95     (10 PCS) E11KM-02100201602 95 13,5 2-2 4-4 1,35
LMP 150/70     (10 PCS) E11KM-02100201802

150
70

23,5 17,0
11,5

85 22
2-1 4-3

10
2,2

LMP 150/95     (10 PCS) E11KM-02100201902 95 13,5
2-2 4-4

1,8
LMP 150/120     (10 PCS) E11KM-02100202002 120 15,5 1,95
LMP 185/95     (10 PCS) E11KM-02100202302

185
95

25,5 19,0
13,5

95 25 2-2 4-4 10
2,8

LMP 185/120     (10 PCS) E11KM-02100202402 120 15,5
2,7

LMP 185/150     (10 PCS) E11KM-02100202502 150 17,0
LMP 240/120     (10 PCS) E11KM-02100202802

240
120

29,0 21,5
15,5

95 28 2-2 - 10
4,2

LMP 240/150     (10 PCS) E11KM-02100202902 150 17,0
3,4

LMP 240/185     (10 PCS) E11KM-02100203002 185 19,0
LMP 300/150 E11KM-02100203101

300
150

32,0 24,5
17,0

105 32 2-2 - 1
0,92

LMP 300/185 E11KM-02100203201 185 19,0 0,9
LMP 300/240 E11KM-02100203301 240 21,5 0,87
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Type Index Ergom
Cross-section, 
d1 rm/sm [mm²]

Cross-section, 
d2 rm/sm [mm²] D d1 d2 L

Socket 
code no. Lz/s Lz/w

Quantity in 
package [pcs]

Weight 
[kg]

LMP 400/185 E11KM-02100203401
400

185
38,5 26,0

19,0
160 38 3-3 - 1

1,32
LMP 400/240 E11KM-02100203501 240 21,5 1,29
LMP 400/300 E11KM-02100203601 300 24,5 1,26
LMP 500/240 E11KM-02100203701

500
240

42,0 29,0
21,5

170 42 3-3 - 1
1,08

LMP 500/300 E11KM-02100203801 300 24,5 1,06
LMP 500/400 E11KM-02100203901 400 26,0 1,04
LMP 625/300 E11KM-02100204001

625
300

44,0 34,5
24,5

170 44 3-3 - 1
1

LMP 625/400 E11KM-02100204101 400 26,0 0,98
LMP 625/500 E11KM-02100204201 500 29,0 0,95
LMP 800/500 E11KM-02100204301

800
500

52,0 40,0
29,0

235 52 3-3 - 1
2,06

LMP 800/625 E11KM-02100204401 625 34,5 2
LMP 1000/625 E11KM-02100204501

1000
625

58,0 44,0
34,5

235 58 3-3 - 1
2,8

LMP 1000/800 E11KM-02100204601 800 40,0 2,74

Lz/s - Number of crimping - wide  Lz/w - Number of crimping - narrow
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