Connectors, KLD type

FEATURES & BENEFITS

S —mE—
connector Cu, as per DIN, with galvanic tin plating, to make “butt %
splice” cable connections |
description of cable cross-section, crimping die number on crimped | i1
part surface il A

; 3
M central stamping guarantees correct length of conductor insertion )
\
|
M not mechanically loaded

MECHANICAL DATA

Material Cu |

Covering tin-plated
s T ‘@”_’E&H’_

CERTIFICATES & STANDARDS i

Standards EN 61238-1: 2004 (Class A) —— i
I
UL certificate E475284 \Q‘f% o =
Design DIN 46267 part 1 | | °
T "
NOTE!

Sector-shaped conductors (sm) must be rounded with special dies.

UL certificate - visit www.ergom.com PR c@us
= usTED,
Cross-section, Socket Quantity in
Type Index Ergom rm/sm [mm?] L UL code no. Lz/s | Lziw | package [pcs]
100
45 6,0 30 v 6 1 2

KLD 10 (100 PCS) E11KM-02060100100 10 | 0,38

KLD 10 (10 PCS) E11KM-02060100102 ' ’ 10 0,04

KLD 16 (100 PCS) E11KM-02060100200 100 1,49
16 55 85 50 A 8 T=1 | 2-2

KLD 16 (10 PCS) E11KM-02060100202 10 0,15

KLD 25 (100 PCS) E11KM-02060100300 100 18
25 70 100 50 A 10 1-1 2-2

KLD 25 (10 PCS) E11KM-02060100302 10 0,18

KLD 35 (100 PCS) E11KM-02060100400 100 3,15
35 82 125 50 A 12 1=9 | 2-2

KLD 35 (10 PCS) E11KM-02060100402 10 0,32

KLD 50 (100 PCS) E11KM-02060100500 100 4.4
50 100 145 56 14 i=1 | -2

KLD 50 (10 PCS) E11KM-02060100502 10 0,44

KLD 70 (100 PCS) E11KM-02060100600 100 55
70 15 165 56 16 1=1 | -2

KLD 70 (10 PCS) E11KM-02060100602 10 0,55

KLD 95 (50 PCS) E11KM-02060100700 50 4.4
95 135 190 70 18 2-2 4-4

KLD 95 (10 PCS) E11KM-02060100702 10 0,88

KLD 120 (50 PCS) E11KM-02060100800 50 4,9
120 155 210 70 20 2-2 4-4

KLD 120 (10 PCS) E11KM-02060100802 10 0,98

KLD 150 (50 PCS) E11KM-02060100900 50 74
150 170 235 80 A 22 2-2 4-4

KLD 150 (10 PCS) E11KM-02060100902 10 1,48

KLD 185 (50 PCS) E11KM-02060101000 50 8,55
185 190 255 85 A 25 2-2 5-5

KLD 185 (10 PCS) E11KM-02060101002 10 1,71

KLD 240 (50 PCS) E11KM-02060101100 50 11,95
240 215 290 90 28 2-2 5-5

KLD 240 (10 PCS) E11KM-02060101102 10 2,39

KLD 300 (10 PCS) E11KM-02060101202 300 245 320 100 - 32 D= 5 10 3,02

KLD 400 E11KM-02060101302 400 275 385 150 - 38 3-3 - 1 0,77

KLD 500 E11KM-02060101402 500 31,0 420 160 - 42 3-3 5 1 0,91

KLD 625 (10 PCS) E11KM-02060101500 10 8,5
625 345 440 160 - 44 3-3 -

KLD 625 E11KM-02060101502 1 0,85

Lz/s - Number of crimping - wide Lz/w - Number of crimping - narrow
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