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Tester of residual current circuit breakers, FIT

Modern, accurate and easy to operate tool. Designed for testing residual current 
circuit breakers and 1- and 3- phase systems of 230 V / 50 Hz phase voltage, 
where the breakers were installed.
Testing the breakers with one of 225 current values of the scope: 5÷1,585 mA. 
Current test time: 40, 150, 200 or 500 ms selected with a switch. Possibility of 
testing selective breakers. The tester has an aesthetic, ergonomic housing. 

Set contains:
FIT tester; 
Universal carrying case;
Insulated jaw clamp; 
User’s manual; 
Guarantee card.

FEATURES & BENEFITS

selective switch inspection possible

wide range of current and time settings

LOGISTIC DATA

Type FIT

Index Ergom E07MT-01120100101

Weight [kg] 0,25

DIMENSIONS

Dimension [mm] 245x62x43

ELECTRICAL DATA

Measuring accuracy ±2 %

Electrical insulation strength [kV] 3 kV

Nominal grid voltage [V] 230

Forced leakage current test [mA] 5, 10, 20, 50, 100, 200, 500, 700

Test time (auto repeat every 5 
seconds for periods of: 40, 150, 
and 200 μs; at every 12.5 seconds 
for 500 µs)

40, 150, 200, 500

Test time accuracy ±5%

Indication, when tester is 
connected to phase wire, marked 
as a special diode [VA]

L-PE

Signalling of test current flow – 
with LED TEST
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